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REV-0

GENERAL NOTES:

PLAN INDEX: APPROVED                     DATE
CITY OF ROGERS

A. TOPOGRAPHIC BOUNDARY SURVEY, INCLUDING PROPERTY LINES, LEGAL DESCRIPTION,
EXISTING UTILITIES, SITE TOPOGRAPHY WITH SPOT ELEVATIONS, OUTSTANDING
PHYSICAL FEATURES AND EXISTING STRUCTURE LOCATIONS WAS PROVIDED BY THE

FOLLOWING COMPANY, AS A CONTRACTOR TO THE SELLER/OWNER:

BLEW & ASSOCIATES, PA : 524 W. SYCAMORE ST,
SUITE 4. FAYETTEVILLE, AR 72703.
OFFICE: 479-443-4506

CEI ENGINEERING AND ITS ASSOCIATES WILL NOT BE HELD RESPONSIBLE FOR THE
ACCURACY OF THE SURVEY OR FOR DESIGN ERRORS OR OMISSIONS RESULTING FROM
SURVEY INACCURACIES.

B. ALL PHASES OF SITE WORK FOR THIS PROJECT SHALL MEET OR EXCEED THE OWNER /
DEVELOPER SITE WORK SPECIFICATIONS.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF EXISTING STRUCTURES,
RELATED UTILITIES, PAVING, UNDERGROUND STORAGE TANKS AND ANY OTHER EXISTING
IMPROVEMENTS AS NOTED. SEE SITE WORK SPECIFICATIONS.

D. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH AND OTHER
MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION OPERATIONS.

DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE AND/OR FEDERAL
REGULATIONS GOVERNING SUCH OPERATIONS.

E. THE GENERAL CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR AND SHALL TAKE
ALL PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO ADJACENT PROPERTIES
DURING THE CONSTRUCTION PHASES OF THIS PROJECT.

F. WARRANTY/DISCLAIMER: THE DESIGNS REPRESENTED IN THESE PLANS ARE IN
ACCORDANCE WITH ESTABLISHED PRACTICES OF CIVIL ENGINEERING FOR THE DESIGN
FUNCTIONS AND USES INTENDED BY THE OWNER AT THIS TIME. HOWEVER, NEITHER THE
ENGINEER NOR ITS PERSONNEL CAN OR DO WARRANT THESE DESIGNS OR PLANS AS
CONSTRUCTED EXCEPT IN THE SPECIFIC CASES WHERE THE ENGINEER INSPECTS AND
CONTROLS THE PHYSICAL CONSTRUCTION ON A CONTEMPORANEOUS BASIS AT THE SITE.

G. SAFETY NOTICE TO CONTRACTOR: IN ACCORDANCE WITH GENERALLY ACCEPTED
CONSTRUCTION PRACTICES, THE CONTRACTOR SHALL BE SOLELY AND COMPLETELY
RESPONSIBLE FOR CONDITIONS OF THE JOB SITE, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY DURING PERFORMANCE OF THE WORK. THIS REQUIREMENT WILL APPLY
CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS. ANY CONSTRUCTION
OBSERVATION BY THE ENGINEER OF THE CONTRACTOR'S PERFORMANCE IS NOT
INTENDED TO INCLUDE REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S SAFETY
MEASURES, IN, ON OR NEAR THE CONSTRUCTION SITE.

H. ALL CONSTRUCTION IN STATE HIGHWAY DEPARTMENT RIGHT-OF-WAY SHALL BE
COORDINATED WITH THE HIGHWAY DEPARTMENT RESIDENT ENGINEER.

I. WETLANDS NOTE: ANY DEVELOPMENT, EXCAVATION, CONSTRUCTION, OR FILLING IN A
U.S. CORPS OF ENGINEERS DESIGNATED WETLAND IS SUBJECT TO LOCAL, STATE AND
FEDERAL APPROVALS. THE CONTRACTOR SHALL COMPLY WITH ALL PERMIT

REQUIREMENTS AND/OR RESTRICTIONS AND ANY VIOLATION WILL BE SUBJECT TO

FEDERAL PENALTY. THE CONTRACTOR SHALL HOLD THE OWNER/DEVELOPER, THE
ENGINEER AND THE LOCAL GOVERNING AGENCIES HARMLESS AGAINST SUCH VIOLATION.

J. RESIDENT ENGINEERING SERVICES: WHEN REQUESTED BY THE OWNER, RESIDENT

ENGINEERING SERVICES SHALL BE PROVIDED BY THE ENGINEERS (ON A TIME AND

FREQUENCY BASIS) ACCEPTABLE TO THE CITY ENGINEER FOR IMPROVEMENTS TO PUBLIC
WATER MAINS, PUBLIC SEWER, AND CITY STREETS. AT THE COMPLETION OF
CONSTRUCTION, THE ENGINEER SHALL CERTIFY THE CONSTRUCTION TO BE IN
COMPLIANCE WITH THE PLANS AND SPECIFICATIONS. THIS WORK WILL BE AT THE

OWNER/DEVELOPER'S DIRECT EXPENSE AND SHALL BE COORDINATED WITH CEI
ENGINEERING ASSOCIATES, INC. IT WILL BE THE CONTRACTOR'S RESPONSIBILITY TO

NOTIFY THE RESIDENT ENGINEER OF ANY PRECONSTRUCTION / CONSTRUCTION
CONFERENCES AND ANY PUBLIC CONSTRUCTION 24 HOURS PRIOR TO SAID ACTION.

1. COVER SHEET

2. SITE PLAN

3. DEMOLITION PLAN

4. GRADING PLAN

5. EROSION CONTROL PLAN

6. UTILITY PLAN

L1. LANDSCAPE PLAN

L2. NOTES AND DETAILS

7. DETAIL SHEET 2

8. DETAIL SHEET 3

FLOOD CERTIFICATION:

NO PORTION OF THIS PROPERTY IS LOCATED WITHIN FLOOD ZONE "A" OR "AE" AS
DETEMINED BY THE NATION FLOOD INSURANCE PROGRAM FLOOD INSURANCE RATE MAP
FOR BENTON COUNTY, ARKANSAS. FIRM PANEL#05007C0260K DATED: JUNE 6TH, 2012

RESOURCE LIST:
ROGERS PLANNING & TRANSPORTATION
DEPT.
301 W. CHESTNUT STREET
ROGERS, AR 72756

(479) 621-1186
STEVE GLASS

ROGERS WATER UTILITIES
P.O. BOX 338
601 SOUTH SECOND STREET
ROGERS, AR 72757

(479) 936-5425
STEPHEN PONDER

COX CABLE COMPANY
4901 SOUTH 48TH ST.
SPRINGDALE, AR 72762

(479) 717-3608
DOUG ELLISON

VAQUERO VENTURES
KEVIN MATTSON
3211 WEST 4TH STREET
FORT WORTH, TX 76107
PHONE: 972-369-4123

AT&T
627 WHITE ROAD
SPRINGDALE, AR
479-442-3107
SUE CLOUSER

SC9738@ATT.COM

TEMPORARY AND PERMANENT POWER:
NEW SERVICE DEPARTMENT

(479) 273-2421 EXT. 2692

WASTE MANAGEMENT
P.O. BOX 1310 11979 ARBOR ACRES ROAD
SPRINGDALE, ARKANSAS 72764

(479) 443-5558
STEVE BROOKS

PE
NATE BACHELOR
CEI ENGINEERING ASSOCIATES, INC.
PHONE:479-273-9472

ROGERS INSPECTION DEPARTMENT
201 WEST ELM STREET
ROGERS, AR 72756

(479) 621-1100
MIKE ROUSE

STORMWATER
CITY OF ROGERS
301 W. CHESTNUT STREET
ROGERS, AR 72756-9256

(479) 621-1186
LANCE JOBE

ROGERS FIRE DEPARTMENT
201 NORTH FIRST STREET
ROGERS, AR 72756

(479) 621-1179
TOM JENKINS, FIRE CHIEF

SOURCEGAS
KENNETH PETERS
219 N. 3RD ST
ROGERS, AR 72757

(479) 636-1759 EXT 6021

LEGAL DESCRIPTION

NOTE TO CONTRACTOR:
A PRE-CONSTRUCTION MEETING WITH
THE ROGERS BUILDING DEPARTMENT IS
REQUIRED PRIOR TO ISSUANCE OF A
BUILDING PERMIT.

NOTE TO CONTRACTOR:
A PRE-CONSTRUCTION MEETING WITH
ROGERS PLANNING DEPARTMENT IS
REQUIRED PRIOR TO ISSUANCE OF A
GRADING PERMIT.  ALL PHASE I EROSION
CONTROL MEASURES MUST BE INSTALLED
PRIOR TO THE MEETING AND A REDUCED
SET OF APPROVED CONSTRUCTION

PLANS (11x17) WILL BE REQUIRED.

SCHEDULE A DESCRIPTION:

OLD REPUBLIC NATIONAL TITLE INSURANCE COMPANY
FILE#15-33977R
EFFECTIVE DATE: 12-15-2015

LOT 1, SCOTTSDALE CENTER, PHASE V, TO THE CITY OF ROGERS, BENTON COUNTY,
ARKANSAS, AS SHOWN ON PLAT RECORD "2003" AT PAGE 507.

SITE

ASSOCIATED SHEETS
SURVEY
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Public R/W Varies

Lot 1

Scottsdale Center Phase V

Parcel # 02-16085-000

1.311 Acres ±

57094.85 Sq. Feet
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SITE PLAN

FAX (972)488-6732

(972)488-3737

Dallas, TX 75234

3030 LBJ Freeway, Suite 100

DRWDESPMDPOR7/15/1629599

ZOE'S KITCHEN

0 20' 30' 40'

SCALE IN FEET

NOTE:

UTILITY ENTRANCE LOCATIONS AND PRECISE BUILDING DIMENSIONS.
PORCHES, RAMPS, VESTIBULE, SLOPED PAVING, TRUCK DOCKS, BUILDING
SEE ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF

SITE BENCHMARK
??????

PROPERTY LINE/RIGHT OF WAY LINE

#
PROPOSED PARKING SPACES

GENERAL SITE NOTES

A. ALL DIMENSIONS SHOWN ARE TO THE FACE OF CURB UNLESS OTHERWISE NOTED.

B. ALL CURB RETURN RADII SHALL BE 3' OR 10', AS SHOWN TYPICAL ON THIS PLAN, UNLESS OTHERWISE NOTED.

C. UNLESS OTHERWISE SHOWN, CALLED OUT OR SPECIFIED HEREON OR WITHIN THE SPECIFICATIONS: ALL CURB
AND GUTTER ADJACENT TO ASPHALT PAVING SHALL BE INSTALLED PER DETAIL 01A. ALL CURBING ADJACENT
TO CONCRETE PAVING SHALL BE INSTALLED PER DETAIL 01B. ALL PARKING LOT STRIPING INCLUDING
ACCESSIBLE AND VAN ACCESSIBLE SPACES SHALL BE PAINTED PER DETAIL:09U.

D. ALL PARKING LOT SIGN BASE SUPPORTS SHALL BE INSTALLED PER DETAIL 12F.

E. ALL ACCESSIBLE PARKING STALLS SHALL HAVE SIGNAGE INSTALLED PER DETAIL 09S.

F. PAVING DESIGN TO BE DESIGNED PER GEO-TECH SPECIFICATIONS WHEN COMPLETED.

PROPOSED

LIMITS OF SIDEWALKS AND CONCRETE APRONS (PER

ARCH. PLANS)

CONCRETE CURB AND GUTTER.

SEE DETAIL 01A/01B.

RIGHT OF WAY LINE

STORM DRAIN

OHE OVERHEAD ELECTRIC

X"SS SANITARY SEWER

LEGEND

EXISTING

PROPERTY LINE

TELEPHONE PEDESTAL

WATER VALVE

SET/FOUND MONUMENT (AS NOTED)

POWER POLE

WATER METER

STORM WATER

FIRE HYDRANT

SANITARY SEWER

COMPUTED POINT

WV

UTILITY EASEMENT

PARKING COUNT
SPACES REQUIRED

SPACES PROVIDED

59

59

SITE NOTES

12D 4 INCH WIDE PAINTED YELLOW STRIPES. 2.0 FOOT O.C. @ 45

DEGREES (SEE SIZE INDICATED AT SYMBOL).

16E MONUMENT SIGN (PER ARCH.).
21A TAPER CURB TO MATCH EXISTING CURB.

SITE DETAILS

01A TYPE A CONCRETE CURB AND GUTTER
01B TYPE B CONCRETE INTEGRAL CURB AND GUTTER
02A PRECAST CONCRETE WHEEL STOP
03K CONCRETE SIDEWALK

03N WHEELCHAIR RAMP IN SIDEWALK (TYPICAL AT EACH DRIVEWAY

CURB RETURN)
08A STANDARD DUTY ASPHALT PAVING
08C HEAVY DUTY CONCRETE PAVEMENT
09N 90 DEGREE PARKING

09S ACCESSIBLE / VAN ACCESSIBLE PARKING SIGN

09U ACCESSIBLE PARKING SYMBOL (SEE PAINT COLOR INDICATED AT

SYMBOL)
10B STOP BAR
12G STOP SIGN
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DEMOLITION PLAN

FAX (972)488-6732

(972)488-3737

Dallas, TX 75234

3030 LBJ Freeway, Suite 100

DRWDESPMDPOR7/15/1629599

ZOE'S KITCHEN

0 20' 30' 40'

SCALE IN FEET

NOTE:

UTILITY ENTRANCE LOCATIONS AND PRECISE BUILDING DIMENSIONS.
PORCHES, RAMPS, VESTIBULE, SLOPED PAVING, TRUCK DOCKS, BUILDING
SEE ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF

SITE BENCHMARK
??????

RIGHT OF WAY LINE

STORM DRAIN

OHE OVERHEAD ELECTRIC

X"SS SANITARY SEWER

LEGEND

EXISTING

PROPERTY LINE

TELEPHONE PEDESTAL

WATER VALVE

SET/FOUND MONUMENT (AS NOTED)

POWER POLE

WATER METER

STORM WATER

FIRE HYDRANT

SANITARY SEWER

COMPUTED POINT

WV

UTILITY EASEMENT

DEMOLITION NOTES

18A EXISTING TO BE REMOVED.
19A EXISTING TO REMAIN.
51B LIMITS OF SAWCUT AND PAVEMENT REMOVAL

51D PROTECT EXISTING STRUCTURES AND/OR PIPES DURING
DEMOLITION AND CONSTRUCTION PHASES.

GENERAL DEMOLITION NOTES

A. THE SITE WORK FOR THIS PROJECT SHALL MEET OR EXCEED THE " OWNERS STANDARD SITE WORK
SPECIFICATIONS".

B. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF THE EXISTING STRUCTURES, RELATED UTILITIES,
PAVING, UNDERGROUND STORAGE TANKS AND ANY OTHER EXISTING IMPROVEMENTS AS NOTED. SEE SITE
WORK SPECIFICATIONS.

C. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH AND OTHER MATERIALS RESULTING FROM
PREVIOUS AND CURRENT DEMOLITION OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL,

STATE AND/OR FEDERAL REGULATIONS GOVERNING SUCH OPERATIONS.

D. THE GENERAL CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO
ADJACENT PROPERTIES DURING THE CONSTRUCTION PHASES OF THIS PROJECT. THE CONTRACTOR WILL BE
HELD SOLELY RESPONSIBLE FOR ANY DAMAGES TO THE ADJACENT PROPERTIES OCCURRING DURING THE
CONSTRUCTION PHASES OF THIS PROJECT.

E. ENGINEER'S NOTICE TO CONTRACTOR

THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES, AND
WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING
EXACT OR COMPLETE. THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48
HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES.  IT SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE
PROPOSED IMPROVEMENTS SHOWN ON THE PLANS.
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GRADING PLAN

FAX (972)488-6732

(972)488-3737

Dallas, TX 75234

3030 LBJ Freeway, Suite 100

DRWDESPMDPOR7/15/1629599

ZOE'S KITCHEN

0 20' 30' 40'

SCALE IN FEET

NOTE:

UTILITY ENTRANCE LOCATIONS AND PRECISE BUILDING DIMENSIONS.
PORCHES, RAMPS, VESTIBULE, SLOPED PAVING, TRUCK DOCKS, BUILDING
SEE ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF

RIGHT OF WAY LINE

STORM DRAIN

X"G GAS

OHE OVERHEAD ELECTRIC

OHE&T OVERHEAD ELECTRIC AND TELEPHONE

OHT OVERHEAD TELEPHONE

OHTV OVERHEAD TV

X"SS SANITARY SEWER

UGE UNDERGROUND ELECTRIC

UGE&T UNDERGROUND ELECTRIC AND TELEPHONE

UGT UNDERGROUND TELEPHONE

UGTV UNDERGROUND TV

X"W WATER

.5-10-11 50.5 TREE INFO
.5 = DIAMETER OF TRUNK IN FEET
10 = HEIGHT OF TREE IN FEET
11 = CANOPY DIAMETER IN FEET
50.5 = ELEVATION AT BASE OF TREE

LEGEND

EXISTING

e EAST OR ELECTRIC

n NORTH

oh OVERHEAD

s SOUTH OR SEWER

t TELEPHONE

ug UNDERGROUND

w WEST OR WATER

PROPERTY LINE

SITE BENCHMARK

PROPOSED

PROPERTY LINE/RIGHT OF WAY LINE

GRADE BREAK

CONTOUR ELEVATIONS

STORM DRAIN

XX.XXx
SPOT ELEVATIONS:
  TC = TOP OF CURB
  G = GUTTER

GENERAL GRADING NOTES

A. PRIOR TO INSTALLATION OF STORM OR SANITARY SEWER, THE CONTRACTOR SHALL EXCAVATE, VERIFY, AND
CALCULATE ALL CROSSINGS AND INFORM THE OWNER AND THE ENGINEER OF ANY CONFLICTS PRIOR TO
CONSTRUCTION. THE ENGINEER WILL BE HELD HARMLESS IN THE EVENT THE ENGINEER IS NOT NOTIFIED OF
DESIGN CONFLICTS.

B. ALL SLOPES AND AREAS DISTURBED BY CONSTRUCTION SHALL BE GRADED SMOOTH AND 4" OF TOPSOIL
APPLIED. IF ADEQUATE TOPSOIL IS NOT AVAILABLE ON SITE, THE CONTRACTOR SHALL PROVIDE TOPSOIL,
APPROVED BY THE OWNER, AS NEEDED. THE AREA SHALL THEN BE SEEDED, FERTILIZED, MULCHED, WATERED

AND MAINTAINED UNTIL HARDY GRASS GROWTH IS ESTABLISHED IN ALL AREAS (SEE LANDSCAPE PLAN FOR

SEED MIX AND PROPER APPLICATION RATE). ANY AREAS DISTURBED FOR ANY REASON PRIOR TO FINAL
ACCEPTANCE OF THE PROJECT SHALL BE CORRECTED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE
OWNER.

C. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES
AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES, AND WHERE
POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT
OR COMPLETE. THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS
BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES.

D. UNLESS OTHERWISE SHOWN, CALLED OUT OR SPECIFIED HEREON OR WITHIN THE SPECIFICATIONS: ALL STORM
DRAIN PIPE BEDDING SHALL BE INSTALLED PER DETAIL 28A. ALL STORM DRAIN PIPES ARE MEASURED FROM
CENTER OF STRUCTURES AND ENDS OF FLARED END SECTIONS.

XXX

GRADING NOTES

18C CONNECT TO EXISTING STORM DRAIN MANHOLE OR INLET.
18D MATCH EXISTING PAVEMENT ELEVATIONS.
29A MAINTAIN MIN. 18 INCHES VERTICAL SEPARATION.
73A 30" NYLOPLAST DRAIN WITH DOME GRATE.

73B NORTH AMERICAN GREEN S75 LINE (INSTALL PER MANUFACTURER

SPECIFICATIONS).

73C LANDLOK 300 TURF REINFORCEMENT MAT, OR APPROVED EQUAL

(PER MANUFACTURERS SPECIFICATIONS).

GRADING DETAILS

17A CURB CUT
73A BIOFILTRATION AREA DETAIL
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Lot 1

Scottsdale Center Phase V

Parcel # 02-16085-000

1.311 Acres ±
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EROSION CONTROL PLAN

FAX (972)488-6732

(972)488-3737

Dallas, TX 75234

3030 LBJ Freeway, Suite 100

DRWDESPMDPOR7/15/1629599

ZOE'S KITCHEN

0 20' 30' 40'

SCALE IN FEET

NOTE:

UTILITY ENTRANCE LOCATIONS AND PRECISE BUILDING DIMENSIONS.
PORCHES, RAMPS, VESTIBULE, SLOPED PAVING, TRUCK DOCKS, BUILDING
SEE ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF

RIGHT OF WAY LINE

STORM DRAIN

X"G GAS

OHE OVERHEAD ELECTRIC

OHE&T OVERHEAD ELECTRIC AND TELEPHONE

OHT OVERHEAD TELEPHONE

OHTV OVERHEAD TV

X"SS SANITARY SEWER

UGE UNDERGROUND ELECTRIC

UGE&T UNDERGROUND ELECTRIC AND TELEPHONE

UGT UNDERGROUND TELEPHONE

UGTV UNDERGROUND TV

X"W WATER

.5-10-11 50.5 TREE INFO
.5 = DIAMETER OF TRUNK IN FEET
10 = HEIGHT OF TREE IN FEET
11 = CANOPY DIAMETER IN FEET
50.5 = ELEVATION AT BASE OF TREE

LEGEND

EXISTING

e EAST OR ELECTRIC

n NORTH

oh OVERHEAD

s SOUTH OR SEWER

t TELEPHONE

ug UNDERGROUND

w WEST OR WATER

PROPERTY LINE

SITE BENCHMARK

PROPOSED

PROPERTY LINE/RIGHT OF WAY LINE

LIMITS OF DISTURBANCE

GRADE BREAK

CONTOUR ELEVATIONS

STORM DRAIN

GENERAL EROSION NOTES

GENERAL EROSION NOTES CONT'D

A. ALL CONTRACTORS AND SUBCONTRACTORS INVOLVED WITH STORM WATER
POLLUTION PREVENTION SHALL OBTAIN A COPY OF THE STORM WATER POLLUTION
PREVENTION PLAN AND THE STATE OF   ARKANSAS   NATIONAL POLLUTANT

DISCHARGE ELIMINATION SYSTEM GENERAL PERMIT (NPDES PERMIT) AND BECOME
FAMILIAR WITH THEIR CONTENTS.

B. THE TEMPORARY PARKING AND STORAGE AREA SHALL ALSO BE USED AS THE
EQUIPMENT MAINTENANCE AREA, EQUIPMENT CLEANING AREA, EMPLOYEE BREAK
AREA, AND AREA FOR LOCATING PORTABLE FACILITIES, OFFICE TRAILERS AND
TOILET FACILITIES.  THE EXACT LOCATIONS SHALL BE COORDINATED WITH THE
OWNER'S CONSTRUCTION MANAGER.

C. ALL WASH WATER (CONCRETE TRUCKS, VEHICLE CLEANING, EQUIPMENT CLEANING,

ETC.) SHALL BE DISPOSED OF IN A MANNER THAT PREVENTS CONTACT BETWEEN
THESE MATERIALS AND STORM WATER THAT IS DISCHARGED FROM THE SITE.

D. MAINTAIN ON THE SITE OR HAVE READILY AVAILABLE SUFFICIENT OIL AND GREASE
ABSORBING MATERIALS AND FLOTATION BOOMS TO CONTAIN AND CLEAN UP FUEL
OR CHEMICAL SPILLS AND LEAKS.

E. DUST ON THE SITE SHALL BE CONTROLLED BY SPRAYING WATER ON DRY AREAS OF
THE SITE. THE USE OF MOTOR OILS AND OTHER PETROLEUM BASED OR TOXIC
LIQUIDS FOR DUST SUPPRESSION OPERATIONS IS PROHIBITED.

F. NO RUBBISH, TRASH, GARBAGE OR OTHER SUCH MATERIALS SHALL BE DISCHARGED
INTO DRAINAGE DITCHES OR WATERS OF THE STATE.

G. ALL STORM WATER POLLUTION PREVENTION MEASURES PRESENTED ON THIS PLAN,
AND IN THE STORM WATER POLLUTION PREVENTION PLAN, SHALL BE INITIATED AS
SOON AS PRACTICABLE.

H. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY WILL STOP
FOR AT LEAST 14 DAYS, SHALL BE TEMPORARILY SEEDED AS SOON AS
PRACTICABLE.

I. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS
PERMANENTLY STOPPED SHALL BE PERMANENTLY SEEDED. THESE AREAS SHALL BE
SEEDED AS SOON AS PRACTICABLE AFTER THE LAST CONSTRUCTION ACTIVITY
OCCURRING IN THESE AREAS. REFER TO THE LANDSCAPING PLAN.

J. IF THE ACTION OF VEHICLES TRAVELING OVER THE GRAVEL CONSTRUCTION
ENTRANCES IS NOT SUFFICIENT TO REMOVE THE MAJORITY OF DIRT OR MUD, THEN
THE TIRES MUST BE WASHED BEFORE THE VEHICLES ENTER A PUBLIC ROAD. IF
WASHING IS USED, PROVISIONS MUST BE MADE TO INTERCEPT THE WASH WATER
AND TRAP THE SEDIMENT BEFORE IT IS CARRIED OFF THE SITE.  THE EXACT
LOCATIONS SHALL BE COORDINATED WITH THE OWNERS CONSTRUCTION MANAGER.

K. ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM VEHICLES ONTO
ROADWAYS OR INTO STORM DRAINS MUST BE REMOVED IMMEDIATELY.

L. CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR REMOVING
SEDIMENT IN THE DETENTION POND AFTER THE STABILIZATION OF THE SITE AND
ALSO ANY SEDIMENT THAT MAY HAVE COLLECTED IN THE STORM SEWER DRAINAGE
SYSTEMS.

M. IF SOIL STOCKPILING IS EMPLOYED ON THE SITE, SILT FENCES SHALL BE USED TO
HELP CONTAIN THE SEDIMENT.

N. SLOPES SHALL BE LEFT IN A ROUGHENED CONDITION DURING THE GRADING PHASE
TO REDUCE RUNOFF VELOCITIES AND EROSION.

O. ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE DISPOSED
OF WITHIN 30 DAYS AFTER FINAL STABILIZATION. FINAL STABILIZATION HAS
OCCURRED WHEN ALL SOIL DISTURBING ACTIVITIES ARE COMPLETED AND A
UNIFORM PERENNIAL VEGETATIVE COVER WITH A DENSITY OF 70% OF THE COVER
FOR UNPAVED AREAS AND AREAS NOT COVERED BY PERMANENT STRUCTURES HAS
BEEN EMPLOYED.

P. DUE TO THE GRADE CHANGES DURING THE DEVELOPMENT OF THE PROJECT, THE
CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING THE EROSION CONTROL

MEASURES (SILT FENCES, BIG RED, ETC.) TO HELP PREVENT EROSION AND STORM
WATER POLLUTION.

Q. ALL OFF-SITE CONSTRUCTION SHALL BE STABILIZED AT THE END OF EACH
WORKING DAY, THIS INCLUDES BACKFILLING OF TRENCHES FOR STORM DRAINS &
UTILITY CONSTRUCTION AND PLACEMENT OF GRAVEL OR BITUMINOUS PAVING FOR
ROAD CONSTRUCTION.

1.  INLET PROTECTION DEVICES AND BARRIERS SHALL BE REPAIRED OR REPLACED IF
THEY SHOW SIGNS OF UNDERMINING, OR SHALL BE REPLACED IF THEY SHOW SIGNS
OF DETERIORATION.

2. ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE THAT A GOOD STAND IS
MAINTAINED. AREAS SHOULD BE FERTILIZED AND RESEEDED AS NEEDED.

3. SILT FENCES, BIG REDS, AND SILT DIKES SHALL BE REPAIRED TO THEIR ORIGINAL
CONDITIONS IF DAMAGED. SEDIMENT SHALL BE REMOVED FROM THE SILT FENCES, BIG
REDS, AND SILT DIKES WHEN IT REACHES ONE-THIRD TO ONE-HALF THE HEIGHT OF
THE SILT FENCE, BIG REDS, AND SILT DIKES.

4. THE CONSTRUCTION ENTRANCES SHALL BE MAINTAINED IN A CONDITION WHICH WILL
PREVENT TRACKING OR FLOW OF MUD ONTO PUBLIC RIGHTS-OF-WAY. THIS MAY
REQUIRE PERIODIC TOP DRESSING OF THE CONSTRUCTION ENTRANCES AS
CONDITIONS DEMAND.

5. THE TEMPORARY PARKING AND STORAGE AREA SHALL BE KEPT IN GOOD CONDITION

(SUITABLE FOR PARKING AND STORAGE). THIS MAY REQUIRE PERIODIC TOP DRESSING
OF THE TEMPORARY PARKING AS CONDITIONS DEMAND.

6. IF THE STONES IN THE GRAVEL INLET SEDIMENT FILTERS BECOME CLOGGED WITH
SEDIMENT, THE STONES MUST BE PULLED AWAY, CLEANED AND REPLACED.

MAINTENANCE
ALL MEASURES STATED ON THIS EROSION AND SEDIMENT CONTROL PLAN, AND IN THE
STORM WATER POLLUTION PREVENTION PLAN, SHALL BE MAINTAINED IN FULLY FUNCTIONAL
CONDITION UNTIL FINAL STABILIZATION OF THE SITE. ALL EROSION AND SEDIMENTATION
CONTROL MEASURES SHALL BE CHECKED BY A QUALIFIED PERSON AT LEAST ONCE EVERY
SEVEN CALENDAR DAYS AND WITHIN 24 HOURS OF THE END OF A RAINFALL EVENT, AND
SHOULD BE CLEANED AND REPAIRED IN ACCORDANCE WITH THE FOLLOWING:

SEQUENCE OF CONSTRUCTION  (JOB SPECIFIC): EXAMPLE
1. INSTALL STABILIZED CONSTRUCTION ENTRANCES.
2. CONSTRUCT THE SILT FENCES, BIG REDS, AND SILT DIKES ON THE SITE.
3. INSTALL BIG REDS ON EXISTING INLETS AND FLUMES.
4. PREPARE TEMPORARY PARKING AND STORAGE AREA.
5. CLEAR AND GRUB THE SITE.
6. BEGIN GRADING THE SITE.
7. START CONSTRUCTION OF BUILDING PAD AND STRUCTURES.
8. TEMPORARILY SEED DENUDED AREAS.
9. INSTALL UTILITIES, UNDERDRAINS, STORM SEWERS, CURBS AND GUTTERS.
10. INSTALL INLET PROTECTION DEVICES.
11. INSTALL RIP RAP AROUND OUTLET STRUCTURES.
12. PREPARE SITE FOR PAVING.
13. PAVE SITE.
14. INSTALL BIORETENTION AREAS
15. COMPLETE GRADING AND INSTALL PERMANENT SEEDING AND PLANTING.

16. REMOVE ALL TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES (ONLY IF SITE

IS STABILIZED).

XXX

SILT FENCESF

INLET PROTECTION

EROSION DETAILS

75A BIG RED
80C TEMPORARY GRAVEL AND WIRE MESH INLET SEDIMENT FILTER
84A TEMPORARY SILT FENCE
84D SILT DIKE ON EXISTING PAVEMENT
85A TEMPORARY STONE CONSTRUCTION ENTRANCE
85C TEMPORARY CONCRETE WASH OUT.

NOTE:
CONTRACTOR SHALL AVOID OVER-COMPACTING THE AREAS NEAR THE
BIORETENTION AREAS SHOWN ON THE PLAN. THE CONTRACTOR
MAY FENCE OFF THE AREAS TO DETER SUCH ACTIVITIES.

SOIL LEGEND:

CNB- CAPTINA SILT LOAM, 1 TO 3 PERCENT SLOPES (ENTIRE SITE)
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22A

22L

23A

22A
1.5" DOMESTIC

40C

23E

24A

24D

25A

26A

FL IN=1293.77
FL OUT= 1293.52

FL=1298.00

19 LF 4" PVC

@22.26%

32 LF 4" PVC

@14.31%

FL=1292.67

FL=1293.48

63 LF 4" PVC

@1.20%

31A

31A

22A
1" IRRIGATION

INV BOTTOM STORM= 1294.76
TOP OF 4"SS =1293.17

23H

6 LF 4" PVC

@1.20%

29A

FFE=1301.00
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UTILITY PLAN

FAX (972)488-6732

(972)488-3737

Dallas, TX 75234

3030 LBJ Freeway, Suite 100

DRWDESPMDPOR7/15/1629599

ZOE'S KITCHEN

0 20' 30' 40'

SCALE IN FEET

NOTE:

UTILITY ENTRANCE LOCATIONS AND PRECISE BUILDING DIMENSIONS.
PORCHES, RAMPS, VESTIBULE, SLOPED PAVING, TRUCK DOCKS, BUILDING
SEE ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF

SITE BENCHMARK

STORM DRAIN

X"SS SANITARY SEWER SERVICE

UGE&T UNDERGROUND ELECTRIC AND TELEPHONE SERVICE

X"W WATER SERVICE

GENERAL UTILITY NOTES

A. ALL WATER LINES SHALL BE TYPE K COPPER WITH 36" MIN. COVER.

B. ALL SANITARY SEWER LINES SHALL BE SDR35 WITH 36" MIN. COVER.

C. CONTRACTOR SHALL COORDINATE ANY DISRUPTIONS TO EXISTING UTILITY SERVICES WITH ADJACENT
PROPERTY OWNERS.

D. ALL ELECTRIC, TELEPHONE AND GAS EXTENSIONS INCLUDING SERVICE LINES SHALL BE CONSTRUCTED TO THE
APPROPRIATE UTILITY COMPANY SPECIFICATIONS. ALL UTILITY DISCONNECTIONS SHALL BE COORDINATED
WITH THE DESIGNATED UTILITY COMPANIES.

E. CONSTRUCTION SHALL NOT START ON ANY PUBLIC UTILITY SYSTEM UNTIL WRITTEN APPROVAL HAS BEEN
RECEIVED BY THE ENGINEER FROM THE APPROPRIATE GOVERNING AUTHORITY AND CONTRACTOR HAS BEEN
NOTIFIED BY THE ENGINEER.

F. PRIOR TO THE CONSTRUCTION OF OR CONNECTION TO ANY STORM DRAIN, SANITARY SEWER, WATER MAIN OR
ANY OF THE DRY UTILITIES, THE CONTRACTOR SHALL EXCAVATE, VERIFY AND CALCULATE ALL POINTS OF

CONNECTION AND ALL UTILITY CROSSINGS AND INFORM CEI ENGINEERING AND THE OWNER/DEVELOPER OF
ANY CONFLICT OR REQUIRED DEVIATIONS FROM THE PLAN. NOTIFICATION SHALL BE MADE A MINIMUM OF 48
HOURS PRIOR TO CONSTRUCTION. CEI ENGINEERING AND ITS CLIENTS SHALL BE HELD HARMLESS IN THE
EVENT THAT THE CONTRACTOR FAILS TO MAKE SUCH NOTIFICATION.

G. UNLESS OTHERWISE SHOWN, CALLED OUT OR SPECIFIED HEREON OR WITHIN SPECIFICATIONS: ALL WATER
LINE FITTINGS SHALL BE INSTALLED WITH THRUST BLOCKING PER DETAIL 31A. ALL WATER LINE PIPE BEDDING
SHALL BE INSTALLED PER DETAIL 42A. ALL SANITARY SEWER PIPE BEDDING SHALL BE INSTALLED PER DETAIL
42B.

PROPOSED

PROPERTY LINE/RIGHT OF WAY LINE

RIGHT OF WAY LINE

STORM DRAIN

OHE OVERHEAD ELECTRIC

X"SS SANITARY SEWER

LEGEND

EXISTING

PROPERTY LINE

TELEPHONE PEDESTAL

WATER VALVE

SET/FOUND MONUMENT (AS NOTED)

POWER POLE

WATER METER

STORM WATER

FIRE HYDRANT

SANITARY SEWER

COMPUTED POINT

WV

UTILITY EASEMENT

UTILITY NOTES

22A POINT OF CONNECTION - WATER SERVICE (PER LOCAL CODES).

22L METERED DOMESTIC WATER SERVICE ENTRY PER ARCH. PLANS (SEE

SIZES THIS SHEET).

23A POINT OF CONNECTION - SANITARY SEWER SERVICE (PER LOCAL

CODES).

23E SANITARY SEWER SERVICE ENTRY (PER ARCH. PLANS).

23H GREASE TRAP WITH CLEAN-OUT (PER ARCH. PLANS).

24A POINT OF CONNECTION FOR ELECTRICAL SERVICE (PER ELECTRIC

COMPANY REQUIREMENTS).
24D PROPOSED ELECTRIC TRANSFORMER.
25A PROPOSED POWER POLE.

26A POINT OF CONNECTION FOR UNDERGROUND TELEPHONE (PER

TELEPHONE COMPANY REQUIREMENTS).

27A POINT OF CONNECTION FOR GAS SERVICE (PER LOCAL  GAS

COMPANY REQUIREMENTS).
27B GAS SERVICE PER LOCAL GAS COMPANY.
27C PROPOSED GAS METER.
29A MAINTAIN MIN. 18 INCHES VERTICAL SEPARATION.
31A LOCATION FOR THIS UTILITY AS SHOWN IS FOR DRAWING PURPOSES

ONLY. CONTRACTOR SHALL VERIFY THE EXACT LOCATION IN FIELD
PRIOR TO THE CONSTRUCTION OF THE PROPOSED UTILITY LINE TO
BE CONNECTED. CONTRACTOR SHALL NOTIFY CEI ENGINEERING IF
THE DESIGN AS SHOWN IS NOT ACHIEVABLE.

UTILITY DETAILS

40C SANITARY SEWER CLEAN-OUT
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75' Building
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24"
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Lot 1

Scottsdale Center Phase V

Parcel # 02-16085-000

1.311 Acres ±

57094.85 Sq. Feet

ROGERS CHURCH OF CHRIST
4201 W WALNUT ST
ROGERS, AR 72756
APN:02-00861-017

ARC CAFEHLD001
LLC
4005 W WALNUT ST
ROGERS, AR 72756
APN:02-16086-000

SBC HOPPER LLC
4013 W WALNUT
ST
ROGERS, AR 72756
APN:02-16088-000

SBC HOPPER LLC
4301 W WALNUT

ROGERS, AR 72756
APN:02-15170-000
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LANDSCAPE PLAN
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ZOE'S KITCHEN

0 20' 30' 40'

SCALE IN FEET

NOTE:

UTILITY ENTRANCE LOCATIONS AND PRECISE BUILDING DIMENSIONS.
PORCHES, RAMPS, VESTIBULE, SLOPED PAVING, TRUCK DOCKS, BUILDING
SEE ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF

RIGHT OF WAY LINE

STORM DRAIN

OHE OVERHEAD ELECTRIC

X"SS SANITARY SEWER

LEGEND

EXISTING

PROPERTY LINE

TELEPHONE PEDESTAL

WATER VALVE

SET/FOUND MONUMENT (AS NOTED)

POWER POLE

WATER METER

STORM WATER

FIRE HYDRANT

SANITARY SEWER

COMPUTED POINT

WV

UTILITY EASEMENT

PROPOSED

PROPERTY LINE/RIGHT OF WAY LINE

STORM DRAIN

TYPICAL PLANTING WITH QUANTITY AND KEY
(SEE PLANT LIST)

GENERAL LANDSCAPE NOTES

A. REFER TO SHEET L3 FOR LANDSCAPE NOTES AND DETAILS

LANDSCAPE REQUIREMENTS

AREA REQUIREMENT REQUIRED PROVIDED

OVERALL SITE

20% OF THE TOTAL SITE MUST BE GREEN SPACE.
TOTAL SITE AREA = 57,063 SF * 20% =
11,412 SF REQUIRED

20,102 SF (35%) OF GREEN SPACE
PROVIDED

ONE TREE OR SHRUB SHALL BE REQUIRED PER 1000 SF OF
TOTAL LAND AREA

57,063 SF / 1000 = 57 TREES OR SHRUBS
REQUIRED

15 TREES AND 49 SHRUBS PROVIDED

HIGHWAY
FRONTAGE

A 25' DEEP LANDSCAPE AREA SHALL BE REQUIRED ALONG
HIGHWAY FRONTAGE

PROVIDED

TREES SHALL BE PLANTED AT 20' INTERVALS FOR THE FULL
WIDTH OF THE HIGHWAY FRONTAGE

138 LF OF HIGHWAY FRONTAGE / 20 = 7
TREES REQUIRED

PROVIDED

LANDSCAPE
BUFFER

A 10' LANDSCAPE BUFFER SHALL BE REQUIRED ALONG ALL
SIDE AND REAR YARDS

PROVIDED

COMPACTED DECOMPOSED GRANITE

SODDED AREA

LANDSCAPE DETAILS (REFER TO SHEET L3)

SHRUBS

QTY.
COMMON NAME
Botanical Name

ROOT
SIZE/HT.

AT
PLANTING

SPACING NOTES

3
GRO-LOW FRAGRANT SUMAC
Rhus aromatica 'Gro-Low'

CONT. 3 GAL. 5' O.C.

8
CHEYENNE SKY SWITCHGRASS
Panicum virgatum 'Cheyenne Sky'

CONT. 3 GAL. 30" O.C.

26
RUSSIAN SAGE
Perovskia atriplicifolia

CONT. 3 GAL 36" O.C.

46
JAPANESE YEW
Taxus cuspidata 'Nana Aurescens'

CONT. 3 GAL 48" O.C.

48
PURPLE CONEFLOWER
Echinacea purpurea

CONT. 1 GAL. 18" O.C.

81
BLACK EYED SUSAN
Rudbeckia fulgida 'Goldsturm'

CONT. 1 GAL. 18" O.C.

20,994 S.F. BERMUDA GRASS SOLID SOD

227 S.F. 4" COMPACTED DECOMPOSED GRANITE

LANDSCAPE SCHEDULE

TREES

QTY.
COMMON NAME
Botanical Name

ROOT
SIZE/HT.

AT
PLANTING

SPACING NOTES

4
SHUMARD OAK
Quercus shumardii

B&B
3" CAL.
7' HT MIN

4
LACEBARK ELM
Ulmus parvifolia 'Emer II' ALLEE

B&B
3" CAL.
7' HT MIN

7
FOREST PANSY REDBUD
Cercis canadensis 'Forest Pansy'

B&B
2" CAL.
7' HT MIN

LANDSCAPE NOTES

SHRUB PLANTING DETAIL

TREE PLANTING DETAIL

STEEL EDGING DETAIL

7/15/2016
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NOTES AND DETAILS
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ZOE'S KITCHEN

GENERAL NOTES

1.  CONTRACTOR IS RESPONSIBLE FOR THE INSURING THAT ALL PROPOSED LANDSCAPING IS INSTALLED IN

ACCORDANCE WITH PLANS, DETAILS, SPECIFICATIONS (IF APPLICABLE) AND ALL LOCAL CODES AND
REQUIREMENTS.

2. CONTRACTOR TO INSPECT SITE AND VERIFY CONDITIONS AND DIMENSIONING PRIOR TO PROCEEDING WITH
WORK DESCRIBED HERE IN.  NOTIFY LANDSCAPE ARCHITECT OF ANY DISCREPANCIES PRIOR TO BEGINNING ANY
CONSTRUCTION.

3. CONTRACTOR IS RESPONSIBLE FOR WORK IN ACCORDANCE WITH PLANS, DETAILS, SPECIFICATIONS AND
APPLICABLE CODES AND REQUIREMENTS.

4. QUANTITIES PROVIDED IN THE PLANT LIST ARE FOR GENERAL USE ONLY.  CONTRACTOR IS RESPONSIBLE FOR
VERIFICATION OF ALL PLANT AND LANDSCAPE MATERIAL QUANTITIES. SYMBOL COUNT ON PLAN TAKES
PRECEDENCE OVER TABLE QUANTITIES.

5. IMMEDIATELY AFTER AWARD OF CONTRACT, NOTIFY THE OWNER'S REPRESENTATIVE AND/OR THE LANDSCAPE
ARCHITECT OF UNAVAILABILITY OF SPECIFIED PLANT MATERIAL FROM COMMERCIAL NURSERIES.  THE OWNER'S

REPRESENTATIVE AND/OR LANDSCAPE ARCHITECT WILL PROVIDE ALTERNATE PLANT MATERIAL SELECTIONS IF
UNAVAILABILITY OCCURS. SUCH CHANGES SHALL NOT ALTER THE ORIGINAL BID PRICE UNLESS A CREDIT IS DUE
TO THE OWNER.

6. ALL PLANT MATERIALS TO CONFORM TO THE AMERICAN STANDARD FOR NURSERY STOCK ANSI Z60.1.

7. CONTAINER GROWN STOCK SHOULD HAVE GROWN IN A CONTAINER LONG ENOUGH FOR THE ROOT SYSTEM TO
HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER.

8. ANY PLANT SUBSTITUTIONS, RELOCATION, OR REQUIRED CHANGE SHALL REQUIRE THE WRITTEN APPROVAL OF
THE LANDSCAPE ARCHITECT OR OWNER.

9. THE OWNER'S REPRESENTATIVE AND/OR LANDSCAPE ARCHITECT RESERVE THE RIGHT TO REFUSE ANY
MATERIAL THEY DEEM UNACCEPTABLE.

10. COORDINATE WITH PROJECT REPRESENTATIVE FOR DISTURBED SITE TREATMENTS OUTSIDE LANDSCAPE
IMPROVEMENTS. SEE CIVIL PLANS FOR SOIL STABILIZATION FOR EROSION CONTROL.

11. IF REQUIRED, CONTRACTOR TO ENSURE THAT AN AUTOMATED IRRIGATION SYSTEM THAT PROVIDES COMPLETE

COVERAGE OF THE SITE IS INSTALLED PRIOR TO INSTALLING TREES/PALMS (SEE IRRIGATION PLAN SHEET IF

PROVIDED). IF NO PLAN IS PROVIDED THE CONTRACTOR SHALL SUBMIT A PROPOSED DESIGN TO THE

LANDSCAPE ARCHITECT/ENGINEER FOR APPROVAL PRIOR TO INSTALLATION. THE PROPOSED DESIGN MUST
HAVE AN APPROVED BACKFLOW DEVICE AND RAIN SENSOR INSTALLED TO STOP IRRIGATION DURING RAIN
EVENTS. CONTRACTOR SHALL ENSURE THAT THERE IS POSITIVE DRAINAGE AND NO PONDING OF WATER AT
ROOT AREA.

12. ALL SLOPES AND AREAS DISTURBED BY CONSTRUCTION SHALL BE GRADED SMOOTH AND FOUR INCHES OF
TOPSOIL APPLIED. IF ADEQUATE TOPSOIL IS NOT AVAILABLE ON SITE, THE CONTRACTOR SHALL PROVIDE

TOPSOIL, APPROVED BY THE OWNER, AS NEEDED. THE AREA SHALL THEN BE SEEDED/SODDED, FERTILIZED,
MULCHED, WATERED AND MAINTAINED UNTIL HARDY GRASS GROWTH IS ESTABLISHED IN ALL AREAS. ANY
RELOCATED TREES SHALL BE MAINTAINED UNTIL SUCH POINT AS TREE IS RE-ESTABLISHED. ANY AREAS
DISTURBED FOR ANY REASON PRIOR TO FINAL ACCEPTANCE OF THE PROJECT SHALL BE CORRECTED BY THE
CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

13. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL UNDERGROUND
UTILITIES AND SHALL AVOID DAMAGE TO ALL UTILITIES DURING THE COURSE OF THE WORK. LOCATIONS OF
EXISTING BURIED UTILITY LINES SHOWN ON THE PLANS ARE BASED UPON BEST AVAILABLE INFORMATION AND

ARE TO BE CONSIDERED APPROXIMATE.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR 1) TO VERIFY

THE LOCATIONS OF UTILITY LINES AND ADJACENT TO THE WORK AREA 2) TO PROTECT OF ALL UTILITY LINES

DURING THE CONSTRUCTION PERIOD 3) TO REPAIR ANY AND ALL DAMAGE TO UTILITIES, STRUCTURES, SITE
APPURTENANCES, ETC. WHICH OCCURS AS A RESULT OF THE CONSTRUCTION AT NO COST TO THE OWNER.

14. WEED MAT IS REQUIRED IN LANDSCAPED ISLANDS AS SPECIFIED.

15. ALL PLANT MATERIAL QUANTITIES SHOWN ARE APPROXIMATE. CONTRACTOR SHALL BE RESPONSIBLE FOR
COMPLETE COVERAGE OF ALL PLANTING BEDS AT SPACING SHOWN.

16. IF A SWPPP PLAN IS PROVIDED THIS PLAN IS TO BE IMPLEMENTED COOPERATIVELY WITH SWPPP PLAN, AS
NEEDED, TO MAXIMIZE THE EFFECTIVENESS OF THE SWPPP PLAN FOR THIS SITE.

17. THE CONTRACTOR IS ENCOURAGED TO COMPLETE TEMPORARY OR PERMANENT SEEDING OR SODDING IN
STAGES FOR SOIL STABILIZATION AS AREAS ARE COMPLETED AFTER GRADING.

18. ALL DISTURBED AREAS AS DESIGNATED ON THE GRADING PLAN SHALL BE SOWN WITH GRASS SEED MIX OF 45%

YUKON BERMUDA GRASS, 45% ZENITH ZOYSIA GRASS , 10% HYBRID BLUEGRASS BY WEIGHT @ 3 LBS / 1000 SF.

19. SEEDING ON SLOPES: HYDROSEED WITH GRASS SEED AS INDICATED ON PLANS. SEE LEGEND FOR SPECIFIC
GRASS SEED TYPE. SEEDING SHALL BE ACCOMPLISHED IMMEDIATELY AFTER BED PREPARATION. HYDROSEED

MIXTURE SHALL CONTAIN CELLULOSE MULCH APPLIED AT A RATE OF 2,000 LBS./ACRE, WITH A MAXIMUM OF 50

LBS./100 GAL. OF WATER. IF SEEDING IS DELAYED AFTER MIXING 1/2 - 2 HOURS ADD AN ADDITIONAL 50% OF
SEED MIX, IF DELAY IS LONGER THAN 2 HOURS, BEGIN WITH NEW MIXTURE. ALL SLOPES 2:1 OR GREATER SHALL
BE COVERED WITH EROSION CONTROL BLANKET AS SHOWN IN THE EROSION CONTROL BLANKET DETAIL. SEE
SPECIFICATIONS FOR SEED ESTABLISHMENT REQUIREMENTS.

20. ALL PLANT MATERIAL IN TREE HOLDING AREAS SHALL BE MANUALLY WATERED/IRRIGATED TO KEEP MOIST UNTIL
PLANTED.

PLANT GUARANTEE, REPLACEMENT AND MAINTENANCE

A. GUARANTEE:

ACCEPTANCE OF GRADING AND SEEDING SHALL BE BY LANDSCAPE ARCHITECT AND/OR OWNER. THE
CONTRACTOR SHALL ASSUME MAINTENANCE RESPONSIBILITIES UNTIL FINAL ACCEPTANCE. MAINTENANCE
SHALL INCLUDE WATERING, WEEDING, RESEEDING AND OTHER OPERATIONS NECESSARY TO KEEP ALL  LAWN
AREAS IN A THRIVING CONDITION. UPON FINAL ACCEPTANCE, OWNER SHALL ASSUME ALL MAINTENANCE
RESPONSIBILITIES. AFTER LAWN AREAS HAVE GERIMINATED, AREAS WHICH FAIL TO SHOW A UNIFORM STAND
OF GRASS FOR ANY REASON WHATSOEVER SHALL BE RE-SEEDED REPEATEDLY UNTIL ALL AREAS ARE
COVERED WITH A SATISFACTORY STAND OF  GRASS. MINIMUM ACCEPTANCE OF SEEDED LAWN AREAS MAY
INCLUDE SCATTERED BARE SPOTS, NONE OF WHICH ARE LARGER THAN 1 SQUARE FOOT, AND WHEN
COMBINED DO NOT EXCEED 2% OF TOTAL SEEDED LAWN AREA.

B. REPLACEMENT:
ANY PLANT UNDER THIS SPEC WHICH IS DEAD, MISSING, UNHEALTHY, OR OTHERWISE NOT 
ACCEPTABLE AND NOT IN SATISFACTORY GROWING CONDITION DURING CONSTRUCTION 
MAINTENANCE PERIOD, OR AT THE END OF THE GUARANTEE PERIOD, SHALL BE REMOVED FROM SITE AND 

REPLACED WITH SUITABLE, ACCEPTABLE PLANT AS SPECIFIED, WITHIN FIVE (5) DAYS.

C. MAINTENANCE:
    GENERAL CONTRACTOR SHALL PROVIDE ONE YEAR OF LANDSCAPE MAINTENANCE, FROM THE TIME THE 

PROJECT RECEIVES THE CERTIFICATE OF OCCUPANCY AND THERE AFTER, FOR ALL NEW LANDSCAPE.  IF 
EXISTING LANDSCAPE EXISTS ON-SITE, GENERAL CONTRACTOR IS TO PROVIDE THE OPTION OF 
MAINTENANCE FOR THE OWNER'S REVIEW.

1. LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR PREPARING ALL PLANTED AREAS. ALL DELETERIOUS
MATERIALS SUCH AS ROCK, TRASH, CONSTRUCTION DEBRIS, AGGREGATE BASE MATERIAL, ASPHALT, ETC.
SHALL BE REMOVED PRIOR TO ANY FILL OPERATIONS. FILL ALL PLANTING AREAS WITH CLEAN EARTHEN FILL.
SOIL SHALL BE FREE OF HEAVY, STIFF CLAY AND ANY DELETERIOUS MATERIAL OVER ONE INCH IN SIZE. THE
TOP SIX INCHES OF FILL MATERIAL STRIPPED FROM SITE MAY BE UTILIZED FOR PLANTER OR TOPSOIL FILL IF
PRIOR APPROVAL HAS BEEN OBTAINED FROM THE OWNER'S REPRESENTATIVE AND/OR LANDSCAPE ARCHITECT.

2. FINISH GRADE OF LANDSCAPE AREAS (TOP OF TURF AND MULCH) MUST BE GRADED TO 1 1/2" BELOW

ADJACENT PAVEMENT SURFACES.

3. LOCATE SHRUBS A DISTANCE OF HALF OF THEIR AVERAGE MATURE SPREAD AWAY FROM WALKS, STRUCTURES,
CONCRETE PADS, ETC.  LOCATE GROUND COVER PLANTINGS A MINIMUM OF 2' FROM WALKS, STRUCTURES,
CONCRETE PADS, ETC.

4. ALL LAWN AREAS NOT OTHERWISE BORDERED BY WALKS, OR OTHER STRUCTURES, SHALL HAVE
MANUFACTURED EDGING AS REQUIRED.

5. TREES PLANTED ADJACENT TO PUBLIC ROADS AND PEDESTRIAN SIDEWALKS SHALL BE PRUNED SUFFICIENTLY
TO AVOID VISUAL BLOCKS TO INTERSECTING VEHICULAR ACCESS OR INTERFERENCE WITH PEDESTRIAN
WALKWAYS. TREES WITH A 4" OR LARGER CALIPER SHALL BE PRUNED UP TO 6'-0" ABOVE PAVEMENTS.

6. ALL TREES WITHIN 4' OF PAVED SURFACES (SUCH AS CURBS, WALLS, BUILDINGS AND SIDEWALKS) SHALL BE

PROVIDED WITH A DEEP ROOT BARRIER CONTROL DEVICE OR EQUAL.  INSTALL PER MFR'S SPECIFICATIONS.

7. TOPSOIL DEPTH SHALL BE AS FOLLOWS :
PLANTER BEDS - 12" MINIMUM

GRASS/SOD AREAS -  4" MINIMUM (AFTER COMPACTION)

8. BACKFILL ALL TREES, SHRUBS, GROUNDCOVER WITH A MIXTURE OF 2 PARTS NATIVE SOIL AND 1 PART SOIL
CONDITIONING WITH WOOD MULCH.

9. THE LANDSCAPE CONTRACTOR SHALL WATER TEST ALL PLANTING HOLE PRIOR TO PLANTING. IF HOLES DO
NOT DRAIN PROPERLY, EXCAVATE FURTHER UNTIL IMPERMEABLE LAYER IS BREACHED.  EXCAVATED PLANT

PITS SHALL HAVE POSITIVE DRAINAGE.  PLANT PITS (WHEN FULLY FLOODED WITH WATER) SHALL DRAIN WITHIN

1 HOUR OF FILLING. ENSURE THAT ALL PLANT PITS HAVE POSITIVE DRAINAGE.

10. ALL PLANTING BEDS SHALL BE TREATED WITH A PRE-EMERGENT HERBICIDE.  PRE-EMERGENT HERBICIDE
SHALL BE APPLIED PER MANUFACTURE'S RECOMMENDATIONS AND SHALL OCCUR AFTER TOPSOIL PLACEMENT
AND PRIOR TO INSTALLATION OF PLANT MATERIALS AND MULCH.

11. FERTILIZE ALL PLANTS AT THE TIME OF PLANTING WITH A TIME RELEASE FERTILIZER PER BRAND'S SPECIFIED
APPLICATION RATES.

12. ALL PLANTING BED SOILS SHALL BE AMENDED WITH 2" OF ORGANIC COMPOST

13. ALL TREES AND SHRUBS SHALL BE PLANTED IN SUCH A MANNER AS TO ENSURE THEIR SURVIVAL.

14. ANY ROPE OR WIRE BINDING THE BALL SHALL BE CUT PRIOR TO PREVENT GIRDLING OF THE TREE.  REMOVE
WIRE, TWINE, AND BURLAP FROM THE TOP HALF OF ALL B&B PLANT MATERIAL.

15. IF A  NON-BIODEGRADABLE MATERIAL IS USED AROUND THE BALL, IT SHALL BE COMPLETELY REMOVED PRIOR
TO BACKFILLING.

16. PRIOR TO INSTALLATION, THE ROOTS OF CONTAINER GROWN STOCK SHALL BE SEPARATED OR SPLIT TO
ENSURE PROPER ROOT DEVELOPMENT.

17. CONTRACTOR SHALL BE RESPONSIBLE FOR DELIVERY SCHEDULE AND PROTECTION BETWEEN DELIVERY AND
PLANTING TO MAINTAIN HEALTHY PLANT CONDITIONS.

18. ANY PLANT MATERIAL WHICH IS DISEASED, DISTRESSED, DEAD, OR REJECTED (PRIOR TO SUBSTANTIAL 

COMPLETION) SHALL BE PROMPTLY REMOVED FROM THE SITE AND REPLACED WITH MATERIAL OF THE SAME
SPECIES, QUANTITY, AND SIZE AND MEETING ALL PLANT LIST SPECIFICATIONS. TREES & SHRUBS SHALL BE
PLANTED AS SOON AS POSSIBLE AFTER DELIVERY.

19. ALL TREES MUST BE STRAIGHT-TRUNKED, FULL-HEADED AND MEET ALL REQUIREMENTS  SPECIFIED.

20. ALL TREES MUST BE STAKED AS SHOWN IN THE DETAILS.

21. NO SUBSTITUTIONS OR ALTERNATIVES WILL BE ALLOWED FOR GROUND SURFACE MATERIALS UNLESS 
APPROVED IN WRITING BY THE LANDSCAPE ARCHITECT OR OWNER.

22. MAINTAIN 5' MIN. HORIZONTAL SEPARATION BETWEEN TREE PLANTINGS AND ALL UTILITIES UNLESS OTHERWISE
SPECIFIED.

23. A FOUR INCH (4") TOP DRESSING/MULCHING OF SHREDDED HARDWOOD MULCH SHALL BE PLACED IN ALL
PLANT BEDS AND AROUND ALL TREES. SINGLE TREES OR SHRUBS SHALL HAVE TOP DRESSING TO THE

OUTSIDE EDGE OF THE MANUFACTURED EDGING OR LANDSCAPE ISLAND. (SEE PLANTING DETAILS) TOP
DRESSING CAN BE WOOD MULCH, ROCK, OR ANY OTHER DECORATIVE MATERIAL SPECIFIED ON PLANS. SEE
LANDSCAPE PLAN FOR TYPE.

24. THE FOLLOWING PLANTING SEASONS ARE RECOMMENDED:
EVERGREEN SHRUBBERY NOV-MAR
DECIDUOUS SHRUBBERY & TREES NOV-MAR
EVERGREEN TREES NOV-MAR

PLANTING NOTES

2
'(
M

IN
.) 12"

UNDISTURBED SUBSOIL

BACKFILL MIX

6
"

50B
SHRUB PLANTING

N.T.S.

WEED MAT (ONLY IF SHRUB IS

WITHIN A PLANTING BED)

4 INCHES MULCH (SEE
LANDSCAPE NOTES  FOR

TYPE OF MULCH)

IF SHRUB IS B & B, THEN
REMOVE BURLAP & ROPE

FROM TOP 1/3 OF BALL

PLAN

TREE WRAP

BACKFILL MIX

WHITE FLAGGING (TYP.)

8" 2-PLY RUBBER HOSE

8' STEEL TEE POST- 3 REQUIRED AT 120°

4 INCHES MULCH

UNDISTURBED SUBSOIL

4 INCH DEEP SAUCER

NOTE:  SEE LANDSCAPE NOTES FOR THE TYPE OF MULCH MATERIAL TO USE.

6
"

2
'(
M

IN
.)

TREE PLANTING
N.T.S.

12"

6
"

50A

REMOVE BURLAP & ROPE FROM

TOP 1/3 OF THE BALL

DOUBLE STRAND 12 GAUGE WIRE

COVERED W/2-PLY RUBBER HOSE
PAINTED FLUORESCENT ORANGE

SODDED AREA

NATURAL STEEL EDGING.  NO

PAINTED EDGING SHALL BE

USED.

STEEL STAKE DRIVEN FROM
MULCH SIDE OF EDGING WITH
TOP OF STAKE BELOW TOP OF
HEADER.

FINISH GRADE

NATURAL STEEL EDGING.  NO

PAINTED EDGING SHALL BE

USED.

POLYPROPYLENE MATERIAL

WEED BARRIER.

COMPACTED SAND

SUB-BASE.
FINISH GRADE

POLYPROPYLENE MATERIAL

WEED BARRIER.

STEPPING STONE BED

1
/3

2
/3

1
/3

2
/3

STEEL STAKE DRIVEN FROM MULCH
SIDE OF EDGING WITH TOP OF
STAKE BELOW TOP OF HEADER.

STEEL EDGING
N.T.S.

SODDED AREA W/MULCH
N.T.S.

ROCK BED AREA W/MULCH
N.T.S.

50Q

A
B

O
V
E

G
R
A
D

E
B

E
L
O

W
G

R
A
D

E

MULCH TOP
DRESSING

B
E
L
O

W
G

R
A
D

E

A
B

O
V
E

G
R
A
D

E

MULCH TOP
DRESSING

1. ADJUST FINE GRADE TO ACHIEVE POSITIVE DRAINAGE AWAY FROM BUILDINGS. PROVIDE UNIFORM ROUNDING
AT TOP AND BOTTOM OF SLOPES AND OTHER BREAKS IN GRADE.  CORRECT IRREGULARITIES AND AREAS
WHERE WATER MAY STAND.

2. ALL LAWN AREAS TO RECEIVE SOLID SOD SHALL BE LEFT IN A MAXIMUM OF 1 1/2" BELOW FINAL FINISH GRADE.
CONTRACTOR TO COORDINATE OPERATIONS WITH ON-SITE CONSTRUCTION MANAGER.

3. CONTRACTOR TO COORDINATE WITH ON-SITE CONSTRUCTION MANAGER FOR AVAILABILITY OF EXISTING
TOPSOIL.

4. IMPORTED TOPSOIL SHALL BE NATURAL, FRIABLE SOIL FROM THE REGION KNOWN AS BOTTOM LAND SOIL;
FREE FROM LUMPS, CLAY TOXIC SUBSTANCES, ROOTS, DEBRIS, VEGETATION, STONES; CONTAINING NO SALT
AND BE BLACK TO BROWN IN COLOR.

5. ALL LAWN AREAS TO BE FINE GRADED, SETTLED, AND FINISH GRADE APPROVED BY THE OWNER'S
REPRESENTATIVE OR LANDSCAPE ARCHITECT PRIOR TO SOD INSTALLATION.

6. ALL ROCKS 3/4" DIAMETER AND LARGER, DIRT CLODS, STICKS, CONCRETE SPOILS, CONSTRUCTION WASTE,
ETC.  SHALL BE REMOVED PRIOR TO PLACING TOPSOIL AND ANY LAWN INSTALLATION.

7. PLANT SOD BY HAND TO COVER INDICATED AREA COMPLETELY.  INSURE EDGES OF SOD ARE TOUCHING.  TOP
DRESS JOINTS BY HAND WITH TOPSOIL TO FILL VOIDS.

8. ROLL GRASS AREAS TO ACHIEVE A SMOOTH, EVEN SURFACE, FREE FROM UNNATURAL UNDULATIONS.

9. FERTILIZE ALL SOD AT THE TIME OF PLANTING WITH A TIME RELEASE FERTILIZER PER BRAND'S SPECIFIED
APPLICATION RATES.

10. WATER SOD THOROUGHLY AS SOD OPERATION PROGRESSES.

11. IF SOD IS INSTALLED ON SLOPES OF 3:1 OR GREATER. SOD SHALL BE STAKED TO AVOID SLIPPING OR SLIDING
APART. STAKING OR STAPLES SHALL BE INSTALLED FLUSH AS TO NOT CREATE A MAINTENANCE ISSUE WITH
CARE EQUIPMENT.

12. CONTRACTOR SHALL MAINTAIN ALL LAWN AREAS UNTIL FINAL ACCEPTANCE.  THIS SHALL INCLUDE, BUT NOT
LIMITED TO: MOWING, WATERING, WEEDING, CULTIVATING, CLEANING AND REPLACING DEAD OR BARE AREAS
TO KEEP PLANTS IN VIGOROUS, HEALTHY CONDITIONS.

13. CONTRACTOR SHALL GUARANTEE ESTABLISHMENT OF AN ACCEPTABLE TURF AREA AND SHALL PROVIDE
REPLACEMENT FROM LOCAL SUPPLY IF NECESSARY.

14. IF INSTALLATION OCCURS BETWEEN NOVEMBER AND MARCH ALL SOD AREAS TO BE OVER-SEEDED WITH COOL
SEASON RYEGRASS

SOLID SOD NOTES

7/15/2016
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ZOE'S KITCHEN

1
2
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6
"

6
"

18" MIN.

11" MIN.

B
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F
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U
R
B

F
A
C

E
 O

F
 C

U
R
B

1"
6"

01A

TYPE "A" CONCRETE
CURB AND GUTTER

N.T.S.

17" MAX.

24" MAX.

NOTE: GUTTER SLOPE TO MATCH ADJACENT
PAVEMENT, TRAVERSE AND
LONGITUDINAL.

3,500 P.S.I. P.C.
CONCRETE

SEE PAVING DETAILS FOR
PAVEMENT SECTIONS,
SUBBASE, SUBGRADE AND
COMPACTION
REQUIREMENTS.

1"

6
"

6"

1
2
"

B
A
C

K
 O

F
 C

U
R
B

F
A
C

E
 O

F
 C

U
R
B

TYPE "B" CONCRETE
INTEGRAL CURB AND GUTTER

N.T.S.
01B

1/2" MIN. R

NOTE: GUTTER SLOPE TO MATCH ADJACENT
PAVEMENT, TRAVERSE AND
LONGITUDINAL.

P.C. CONCRETE SEE PAVING
DETAILS FOR PAVEMENT SECTIONS,
SUBBASE, SUBGRADE AND
COMPACTION REQUIREMENTS.

02A

PRECAST CONCRETE
WHEEL STOP

N.T.S.

3'-9" FROM BUILDING FACE. 2'-0" FROM EDGE
OF PAVEMENT, OR EDGE OF PARKING STALL

(UNLESS OTHERWISE SPECIFIED)

PRECAST CONCRETE
WHEELSTOP LENGTH PER
LOCAL CODES

PAVEMENT
SURFACE

4" TO 6"

2-#4 RODS THROUGH
WHEELSTOP & PAVEMENT,
MIN. 18" LONG

1/4" (TYP.)

3' WIDE - DOT 12"x12"x1/4" OVERLAY
CARSON CITY, NV  (800) 648-7974
AVAILABLE FROM CARSONITE INTERNATIONAL,
PATHFINDER DETECTABLE WARNING SURFACE

EXPANSION JOINT
EXCEPT WHERE NOTED AS
CONTRACTION JOINT TYPICAL

4
5
°

1
/2

"R
 (

T
Y
P
.)

8"

(TYP.)

2" (TYP.)

8
"

(T
Y
P
.)

6"

(TYP.) 2
"

(T
Y
P
.)

PAVING

PROPOSED

4
"

(T
Y
P
.)

OR SAWED JOINT
TOOLED JOINT

SPECIFIED IN SECTION 02520-2.01 OF THE SPECIFICATIONS.
AND FILLED WITH CONTINUOUS LENGTHS OF JOINT SEALANT AS 
SAWED CONTRACTION JOINT TO BE 1/4 OF CONCRETE DEPTH MIN.

AND 02520-3.03 OF SPECIFICATIONS.
MIN. RADIUS ON EXPOSED EDGES.  SEE SECTION 02520-3.03
GROOVED JOINT 1/4 OF CONCRETE DEPTH MIN. WITH 1/2"
TOOLED CONTRACTION JOINT IN FRESH CONCRETE TO BE

TRAFFIC

SCORE WITH STIFF-

JOINT SEALANT

1/4 OF SIDEWALK DEPTH

1/4"R (TYP.)

1/2"R (TYP. AT

BUILDING
PROPOSED

SIDEWALK WIDTH VARIES (SEE PLAN VIEW)

EXPANSION JOINT

BRISTLED BROOM
PERPENDICULAR TO

CONCRETE TO BE 4", 2500 P.S.I. P.C. CONCRETE

WHERE REQUIRED REINFORCEMENT WILL BE No. 3 BARS 24" O.C.
EACH WAY MAX. SPACING, OR 6 X 6 -W1.4 X W1.4 WWF

NOTE:

SLOPE .015 FT./FT.
TOWARD ST.

SECTION A-A

4" AGGREGATE BASE
COURSE COMPACTED TO
95% STD. PROCTOR (TYP.)

(SEE SPECIFICATIONS)

JOINT SHALL BE

TOOLED JOINT)

CONTRACTION JOINT

SEE SPECS.

EXPANSION JOINT

03K
CONCRETE SIDEWALK

N.T.S.

MAX.

2%

5' MIN.

2' MIN. STRAIGHT
CURB TO EDGE
OF CROSSWALK

1
2
' 
C

R
O

S
S
W

A
L
K

WHEELCHAIR RAMP IN SIDEWALK
(TYPICAL AT EACH DRIVEWAY CURB RETURN)

N.T.S.
03N

CROSSWALK STRIPING

    SLOPE ADJACENT TO TOP OF THE RAMP.
    CONFORM WITH LONGITUDINAL SIDEWALK
    A MAXIMUM OF UP TO 8.33 % AT CURB TO
2.  RAMP SIDE SLOPE VARIES UNIFORMLY FROM

    A MAXIMUM OF A 1/4" LIP.
1.  THE BOTTOM OF THE RAMP SHALL HAVE

NOTES:

4" MIN.2% MAX.

ROUNDED

TOP OF RAMP

MIN.

5'

CENTER OF CURB RETURN
OF RAMP WHEN LOCATED IN THE 
USE BROOM FINISH ON SLOPING PORTION

SECTION A-A

PLAN

A

1:12  MAX. AT CURB 

MAX.

8.33%

S
E
E
 S

IT
E
 P

L
A
N

2
%

M
A
X
.

SEE NOTE 1

(IF SHOWN ON PLANS)

8.33% MAX.

N.T.S.

A

SLOPE

BEGIN

SIDEWALK

PAVED AREA

SLOPE TO FIT

CONCRETE CURB

CONCRETE CURB

3.  CONSTRUCT PER A.D.A. STANDARDS.

P
E
R
 A

.D
.A

.

1'-6"

GROUND/PAVING

SURFACE

P.C. CONCRETE

3500 P.S.I.

W/ CONCRETE.

OF CONCRETE

SLOPE TOP

TRAFFIC YELLOW, FILLED

6" PIPE BOLLARD PAINTED

THIS SIGN TYPICAL AT

WORDING AS REQUIRED

POST (2-lbs./ft.)

"U"-CHANNEL

ALL VAN ACCESSIBLE

PARKING SPACES

PENALTY SIGN WITH

BY STATE OR LOCAL LAW

THIS SIGN TYPICAL AT

ALL ACCESSIBLE PARKING

SPACES

7
'-

0
" 

(M
in

.)

3
'-

0
" 

(M
IN

)

2
'-

0
"3"

ACCESSIBLE

VAN

12" X 9"

12" X 6"

PARKING

RESERVED

R7-8

V
A
R
IE

S

09S

ACCESSIBLE / VAN ACCESSIBLE
PARKING SIGN

N.T.S.

LENGTH VARIES

5 1/
"

2

1'-8"1'-8"1'-8"1'-8"

2
"/15 

10"

STOP BAR

YELLOW REFLECTIVE
TRAFFIC PAINT

1'-6"

8'-5"

4
'-

0
"

C
  
D

R
IV

E
L

E
D

G
E
 O

F
 D

R
IV

E

O
R
 F

A
C

E
 O

F
 C

U
R
B

10B
STOP BAR

N.T.S.

8
'-

0
"

3
0
"

WHITE LEGEND RED BACKGROUND

N.T.S.

"STOP" SIGN

R1-1

30"

12G

3
'-

0
"

3"

2
'-

0
"

7
'-

0
"

1'-6"

WHEN SIGN IS 
IN PAVED AREAS,
USE 4" PIPE 
BOLLARD FILLED
W/ CONCRETE
AND PAINTED 

3,500 
PSI PC
CONCRETE

(3 lbs./ft.)
"U"-CHANNEL POST

HERE
SIGN
MOUNT

TRAFFIC YELLOW

OF CONCRETE
SLOPE TOP

7
-
0
" 

(S
E
C

O
N

D
A
R
Y
 S

IG
N

A
G

E
, 

IF
 N

E
E
D

E
D

)

ALL SIGNS SHOULD COMPLY WITH U.S. DEPARTMENT OF
TRANSPORTATION, FEDERAL HIGHWAY ADMINISTRATION'S "MANUAL
OF UNIFORM TRAFFIC CONTROL DEVICES", LOCAL CODES AND AS

SPECIFIED.  MOUNT SIGNS IN ACCORDANCE WITH MANUFACTURER'S
INSTRUCTIONS.

12F
SIGN BASE

N.T.S.

6"

3.0'

SECTION B - B

SECTION A - A

6
"

5.0'

B

B

AA

CURB

2.0'

CURB 

GUTTER

PAVING

P.C. CONCRETE
3,500 P.S.I.

2" FROM BOTTOM
STYLE (6"x6" GAUGE NO. 8)
WELDED WIRE FABRIC 68-88

2'-0"2'-0"

TYP.

2'-0"

3
'-

0
"

1'-6"

17A
CURB CUT

N.T.S.

PLAN

SEE SPECIFICATIONS.
SET FLUSH WITH THE FINISH GRADE.
HAND PLACED RIP RAP PAD,

2.   HAUNCHING SHALL BE WORKED AROUND THE PIPE
     BY HAND TO ELIMINATE VOIDS AND SHALL BE CLASS
     I-A OR CLASS I-B OR CLASS II COMPACTED TO

     85% PROCTOR.

     SPECIFICATIONS)
     REGULATIONS AND LOCAL ORDINANCES.  (SEE
     SUPPORTED IN COMPLIANCE WITH OSHA
     SHORED, SHEETED, BRACED, OR OTHERWISE
10.  ALL TRENCH EXCAVATIONS SHALL BE SLOPED,

     LARGER THAN 3".
     FREE OF DEBRIS, ORGANICS AND ROCKS
9.   FILL SALVAGED FROM EXCAVATION SHALL BE

     OPTIMUM MOISTURE CONTENT.
     MATERIALS SHALL BE COMPACTED NEAR
     WITH ASTM D 698.  CLASS III AND IV-A
     MAXIMUM 8" LOOSE LIFTS IN ACCORDANCE
8.   ALL MATERIALS SHALL BE INSTALLED IN

     ACCORDANCE WITH ASTM D 2321-89.
7.   ALL MATERIALS ARE CLASSIFIED IN

     PROCTOR.
     BE CLASS IV-A COMPACTED TO 95% STANDARD
6.   FINAL BACKFILL NOT UNDER PAVED AREAS CAN

     III COMPACTED AS NOTED IN NOTES 3. AND 4.
5.   FINAL BACKFILL SHALL BE CLASS I, II, OR

     STANDARD PROCTOR.
     CAN BE CLASS III COMPACTED TO 90%
4.   INITIAL BACKFILL NOT UNDER PAVED AREAS

     COMPACTED TO 85% STANDARD PROCTOR.  
     WORKED BY HAND, OR CLASS I-B OR CLASS II
3.   INITIAL BACKFILL SHALL BE CLASS I-A

     SPECIFICATIONS FOR GRADATION)
     COMPACTED TO 85% STANDARD PROCTOR.  (SEE
     THEN BEDDING SHALL BE CLASS I-B
     HAND.  IF GROUNDWATER IS ANTICIPATED,
1.   BEDDING SHALL BE CLASS I-A WORKED BY

GENERAL NOTES

FINAL
BACKFILL

12" MIN

18" MAX.

12" MIN.

18" MAX.

UNDISTURBED

FILL

PIPE 
SPRING

COMPACTED

EARTH OR

W

O.D.

(MIN.)

INITIAL 

HAUNCHING

4" BEDDING 

BACKFILL

4"

LINE

6
"

M
IN

.

EARTH OR

UNDISTURBED

COMPACTED

FILL

BACKFILL

(MIN.)

4"

18" MAX.18" MAX.

4" BEDDING 

FINAL

12" MINO.D.

W

12" MIN.

STORM SEWER
TRENCH AND BEDDING

N.T.S.

28A
FLEXIBLE PIPE

N.T.S.
28A

RIGID PIPE
N.T.S.

42A 42B

6" IN ROCK CUTS

4" BEDDING (MIN.),

12"MIN

18" MAX.

12"MIN.

18" MAX.

W

O.D.

SANITARY SEWER AND WATER LINE
TRENCHING AND BEDDING

N.T.S.

2.   HAUNCHING SHALL BE WORKED AROUND THE PIPE
     BY HAND TO ELIMINATE VOIDS AND SHALL BE CLASS
     I-A OR CLASS I-B OR CLASS II COMPACTED TO
     85% PROCTOR.

     SPECIFICATIONS)
     REGULATIONS AND LOCAL ORDINANCES.  (SEE
     SUPPORTED IN COMPLIANCE WITH OSHA
     SHORED, SHEETED, BRACED, OR OTHERWISE
10.  ALL TRENCH EXCAVATIONS SHALL BE SLOPED,

     LARGER THAN 3".
     FREE OF DEBRIS, ORGANICS AND ROCKS
9.   FILL SALVAGED FROM EXCAVATION SHALL BE

     OPTIMUM MOISTURE CONTENT.
     MATERIALS SHALL BE COMPACTED NEAR
     WITH ASTM D 698.  CLASS III AND IV-A
     MAXIMUM 8" LOOSE LIFTS IN ACCORDANCE
8.   ALL MATERIALS SHALL BE INSTALLED IN

     WITH ASTM D 2321, LATEST EDITION.
7.   ALL MATERIALS ARE CLASSIFIED IN ACCORDANCE 

     PROCTOR.
     BE CLASS IV-A COMPACTED TO 95% STANDARD
6.   FINAL BACKFILL NOT UNDER PAVED AREAS CAN

     III COMPACTED AS NOTED IN NOTES 3. AND 4
5.   FINAL BACKFILL SHALL BE CLASS I, II, OR

     STANDARD PROCTOR.
     CAN BE CLASS III COMPACTED TO 90%
4.   INITIAL BACKFILL NOT UNDER PAVED AREAS

     COMPACTED TO 85% STANDARD PROCTOR.  
     WORKED BY HAND, OR CLASS I-B OR CLASS II
3.   INITIAL BACKFILL SHALL BE CLASS I-A

     SPECIFICATIONS FOR GRADATION)
     COMPACTED TO 85% STANDARD PROCTOR.  (SEE
     THEN BEDDING SHALL BE CLASS I-B
     HAND.  IF GROUNDWATER IS ANTICIPATED,
1.   BEDDING SHALL BE CLASS I-A WORKED BY

GENERAL NOTES

M
IN

.

6
"

WATER LINE
& FORCE MAIN

N.T.S.

LINE
BACKFILL

4" BEDDING (MIN.),

HAUNCHING

INITIAL 

6" IN ROCK CUTS

SPRING
PIPE 

BACKFILL
FINAL FINAL

BACKFILL

12"MIN

18" MAX.

12"MIN.

18" MAX.

UNDISTURBED

FILL

PIPE 
SPRING

COMPACTED

EARTH OR

W

O.D.

INITIAL 

HAUNCHING

BACKFILL
LINE

SANITARY SEWER
N.T.S.

6
"

M
IN

.

EARTH OR

COMPACTED

FILL

UNDISTURBED

DOES NOT CONTINUE

PLUG WYE IF SERVICE LATERAL

W/ LETTERS "C.O." CAST

HEAVY DUTY COVER

GRADE SURFACE AWAY

SIZE OF RISER PIPE PER LOCAL CODES

4" MIN. 2500 PSI P.C.
CONCRETE COLLAR

1" IN GRASSY AREA

1
0
"

DIRECTION OF FLOW

WYE

FROM CLEAN OUT

CRUSHED STONE PER LOCAL CODES

NOTE: SEE APPLICABLE DETAIL
FOR BACKFILL AND BEDDING

12" 12"

45° BEND

THREADED PVC CLEANOUT PLUG

ADJUSTABLE HEAD

0" IN PAVED AREA

INSTRUCTIONS.

40C

SANITARY SEWER
CLEAN-OUT

N.T.S.

SEE PLAN FOR PIPE SIZE, TYPE, AND ELEVATION

(M
IN

.)

P.C. CONC.

12"

08A

STANDARD DUTY
ASPHALT PAVING

N.T.S.

2" 12.5MM ACHM

(COMPACTION NO
LESS THAN 90%
OF THEORETICAL

DESIGN MIX)

6" CLASS 7 BASE

(90% CRUSHED STONE

MEETING AHTD TABLE 303-1)

VERIFY DETAIL PRIOR TO CONSTRUCTION OF
PAVEMENT. REFER TO ANDERSON
ENGINEERING CONSULTANTS, INC.
GEOTECHNICAL REPORT  JOB NUMBER 14977
DATED MAY 10, 2016

12"

08C

HEAVY DUTY
CONCRETE PAVING

N.T.S.

P.C. NON-REINF. CONC.

VERIFY DETAIL PRIOR TO CONSTRUCTION OF
PAVEMENT. REFER TO ANDERSON
ENGINEERING CONSULTANTS, INC.
GEOTECHNICAL REPORT  JOB NUMBER 14977
DATED MAY 10, 2016

7" PCC, ENTRAINED WITH
5% AIR
STRENGTH TO BE 4000 PSI

6" CLASS 7 BASE

(90% CRUSHED STONE

MEETING AHTD TABLE 303-1)

SEE SITE PLAN

STRIPING 2'-0" O.C.
4" TRAFFIC YELLOW

(TYP.)
4" TRAFFIC YELLOW
STRIPING (TYP.)

G

DAVARIES;

F

VARIES; SEE SITE PLAN

EB C

90°

60
°

(TYP.)

7
'

6.5'

2.5'R

6"

VAN

VAN

STANDARD 90° VAN 
ACCESSIBLE PARKING 
SPACE.  "VAN" IN 12" 
HIGH LETTERS,
TRAFFIC YELLOW

STANDARD 90° 
ACCESSIBLE PARKING 
SPACE.

C

B

A 8'

DIMENSION CHART

STD. 90° VAN ACCESSIBLE STD. 90° ACCESSIBLE

F

E

D

G

8'

19'

38'

8'

VARIES

5'

38'

19'

STD. 90°

VARIES

38'

19'

9'

ACCOMPANIED BY "VAN" LETTERING
LOCATE AT EDGE OF PARKING SPACE UNLESS

NOTES:  

1. THIS DETAIL IS FOR DIMENSION 
   PURPOSES ONLY.  SEE SITE PLAN FOR 
   EXACT LAYOUT.

3. A MINIMUM 8' ACCESS AISLE SHALL BE 
   PLACED ON PASSENGER SIDE OF VAN 
   SPACES.

4. SEE SITE PLAN FOR TYPICAL DIMENSIONS 
   OF STANDARD 90° PARKING STALLS.

STANDARD 90° 
PARKING SPACE

ACCESSIBLE PARKING
SIGN. (SEE DETAIL 9S)

ACCESSIBLE PARKING
SYMBOL

N.T.S.
9U

09N

90° PARKING, ACCESSIBLE PARKING AND
"VAN" ACCESSIBLE PARKING SPACE STRIPING

N.T.S.

STRIPE
EDGE OF

EDGE OF
STRIPE

2. ALL DIMENSIONS ARE TO ℄ OF STRIPE
UNLESS OTHERWISE INDICATED.
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ZOE'S KITCHEN

18" MIN. *

* GRAVEL SHALL BE 2"-3" STONE

TO ADJACENT STRUCTURES AND UNPROTECTED AREAS.
MIGHT CAUSE EXCESSIVE INCONVENIENCE OR DAMAGE
BUT NOT WHERE PONDING AROUND THE STRUCTURE
WHERE HEAVY CONCENTRATED FLOWS ARE EXPECTED,
THIS METHOD OF INLET PROTECTION IS APPLICABLE

SPECIFIC APPLICATION

WIRE MESH

FILTERED WATER

SEDIMENT

GRAVEL (12" MIN. DEPTH)
WITH SEDIMENT
RUNOFF WATER

TEMPORARY GRAVEL AND WIRE
MESH INLET SEDIMENT FILTER

N.T.S.
80C

10' MAX. C-C

WOVEN WIRE FENCE (MIN. 14-1/2 GAUGE,

60" MIN. FENCE POSTS,

FILTER FABRIC

FLOW
GROUND LINE

ELEVATION

FLOW

WOVEN WIRE FENCE (MIN. 14 1/2 GAUGE,

FLOW

1
8
"

6
"

GROUND LINE

4" X 4"
TRENCH

3
'-

0
"

6
"

4
"

1.  WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES OR STAPLES.

2.  FILTER CLOTH TO BE FASTENED SECURELY TO WOVEN WIRE FENCE WITH TIES SPACED EVERY

3.  WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER THEY SHALL BE OVERLAPPED

4.  MAINTENANCE SHALL BE PERFORMED AS NOTED IN THE EROSION CONTROL PLAN. COLLECTED MATERIAL

POSTS:  STEEL EITHER T OR U TYPE OR 2"x2" HARDWOOD

FENCE:  WOVEN WIRE, 14-1/2 GA. 6" MAX. MESH OPENING

FILTER FABRIC:

CROSS-SECTION

(M
IN

.)

COMPACTED BACKFILL

COMPACTED

MAX. 6" MESH SPACING) WITH FILTER CLOTH COVER

    24" AT TOP AND MID SECTION.

    BY 6" AND FOLDED.

    SHALL BE REMOVED WHEN "BULGES" DEVELOP IN THE SILT FENCE.

1. MIRAFI 140NS

2. PHILLIPS 66 SUPAC 4NP

3. DUPONT TYPAR 3341

OVER WIRE FENCE

DRIVEN MIN. 18" INTO
GROUND.

MAX. 6" MESH SPACING)

4. OR APPROVED EQUAL

10' MAX. C-C

84A
TEMPORARY SILT FENCE

N.T.S.

BACKFILL

MIN. 8" INTO GROUND
EMBEDDED FILTER FABRIC

MIN. OF 2" INTO TRENCH
EXTEND WIRE FENCE A

SILT DIKE
(ON EXISTING PAVEMENT)

N.T.S.

20" 20"

84D

GEOTEXTILE UNDERLINER

TEMPORARY STONE
CONSTRUCTION ENTRANCE

N.T.S.
85A

20
' M

IN
IM

UM

50' MINIMUM

6" MINIMUM

HARD S
URFA

CE

PUBLIC
 R

OAD

2"-3" STONE

3'

3'

45"x24"
PAINTED
WHITE
PLYWOOD

BLACK LETTERS 6"
HEIGHT

WOOD POSTS
4"x4"x8'

(ABOVE GRADE)

STAKE (TYP.)

10' MIN.*

10' MIN.*

TEMPORARY CONCRETE WASHOUT

N.T.S.

2 LAYERS
6 MIL PLASTIC LINING

PLAN

SECTION A-A

WOOD FRAME SECURELY
FASTENED AROUND ENTIRE

PERIMETER WITH TWO
OPPOSING STAKES

A A

N.T.S.

TWO STACKED
2"x12" ROUGH
WOOD FRAME

NOTES:
1. *DENOTES THE INTERIOR DIMENSION.

2. CONCRETE WASHOUT SHALL BE AT LEAST 50
FT. FROM ANY STORM SEWER INLET.

3. THE CONCRETE WASHOUT SIGN SHALL BE
INSTALLED WITHIN 30 FT. OF THE TEMPORARY
CONCRETE WASHOUT FACILITY.

N.T.S.

CONCRETE
WASHOUT

CONCRETE WASHOUT
SIGN DETAIL

(OR EQUIVALENT)

85C

7-15-2015 RJB 85C

75A

SEE GRADING PLAN FOR SLOPE
SEE GRADING PLANS FOR SLOPE

4" PERFORATED UNDERDRAIN
PIPE (SCH 40 PVC OR SLOTTED HDPE)

8" UNDERDRAIN GRAVEL BED
(#57 WASHED STONE)

4' MIN

FILTER FABRIC AROUND
UNDERDRAIN GRAVEL BED
(BOTTOM AND SIDES)

SLOPED AT 0.5%

REFER TO GRADING PLAN

SLOPED AT 0.5%
SEE GRADING PLAN
FOR PIPE SIZE AND
SLOPE

L
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F
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T
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L
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A
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R
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S
)

FULL LENGTH OF SWALE

NOTES:

1. INSTALL BIOSWALE MEDIUM AND
COMPONENTS AFTER SITE HAS
BEEN STABILIZED AND
SEDIMENT 

CONTROLS/DEPOSITS HAVE
BEEN REMOVED BACK TO 
ORIGINAL DESIGN GRADES TO
AVOID SEDIMENT CAPPING OF
BIOSWALE.

2. CONTRACTOR SHALL TAKE ALL
NECESSARY MEASURES TO
AVOID COMPACTION OF MEDIUM
DURING INSTALLATION.

3. FILTER FABRIC SHALL MEET CITY
OF ROGERS REQUIREMENTS.
FABRIC SHALL MEET ASTM
D4751-AQS US STD SEIVE #50
TO #70, ASTM D4633 MIN
TRAPEZOIDAL TEAR STRENGTH
100 X 60 LB MINIMUM COE
SPECIFIED OPEN AREA OF 4%BIOFILTRATION AREA DETAIL

N.T.S.
73A

DRAINAGE STRUCTURE
PER GRADING PLAN

SOIL MEDIA:
WELL MIXED LAYER OF
50% SAND, 25% COTTON
BURR OR HARDWOOD
COMPOST, AND 25%
SANDY LOAM TOPSOIL

18" MIN
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